
Spec Sheet: Round Catch Basins 
To order call (888) 90-TEMPO, or visit www.tempoinc.com 

 
 

ROUND CATCH BASINS: 6” 
 

For more info, visit our website at www.tempoinc.com.  Features: 
 

 

§ Manufactured from High Impact Polystyrene (HIPS). 
§ UV stabilized to protect from sun degradation. 
§ Available in both 1 and 2 outlet models. 
§ Universal outlet used to connect to 3" & 4" Sewer & 

Drain Pipe (ASTM D2729), 3" & 4" Corrugated Pipe 
and 3" & 4" Triple Wall Pipe. 

§ Accepts 6” Round Flat Grates, 6” Round Atrium 
Grates and 7” Square Universal Grates. 

§ To extend height of basin, use 6” PVC Pipe (ASTM 
D2729 and ASTM D3034, SDR 35) as a riser. 

§ Includes a sump to allow sediment to settle in basin 
to minimize clogging of pipes. 

§ Made in the USA. 

 
 
 
 
 

Part 
No. Description Inlet (Top) Accepts Outlet (Side) Fits 

Number of 
Outlets Capacity 

Sump 
Capacity 

BR61 6” Round Catch Basin, 
1 Outlet, Black 

6” Round Flat and 
Atrium Grates, 7” 
Square Universal 
Grates, 6” PVC Pipe 
(ASTM D2729 and 
ASTM D3034, SDR 35) 

3” or 4” Corrugated, 
Triple Wall and S and 
D Pipe (ASTM D2729) 

1 0.80 gals. 0.20 gals 

BR62 6” Round Catch Basin, 
2 Outlets, Black 

6” Round Flat and 
Atrium Grates, 7” 
Square Universal 
Grates, 6” PVC Pipe 
(ASTM D2729 and 
ASTM D3034, SDR 35) 

3” or 4” Corrugated, 
Triple Wall and S and 
D Pipe (ASTM D2729) 

2 0.80 gals. 0.20 gals 

 


